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FLEET KLEEN
Liquid Detergent

DESCRIPTION:

FLEET KLEEN is a fast acting, deep blue liquid detergent. A unique surfactant-to-builder 
ratio allows FLEET KLEEN to rapidly penetrate and disperse road film, dirt, and grime from 
all hard surfaces. A high concentration of special water conditioners allows economical 
dilution, extended soil suspension and a sparkling rinse while protecting equipment from 
“liming” and scale buildup. Safe to use on all hard surfaces not harmed by water, FLEET 
KLEEN exhibits a pH of approximately 10.5 at typical use dilutions.

PURPOSE:

FLEET KLEEN is scientifically formulated for rapid removal of various soils from cars, trucks 
and industrial equipment when used through high pressure cleaning equipment. It can also 
be used manually.

DIRECTIONS FOR USE:

When used through high pressure equipment with direct chemical injections, FLEET KLEEN 
can be metered directly from its container at a ratio of 1:50 for most applications when the 
water hardness is moderate to high. In soft water, dilutions as great as 1:150 give complete 
soil removal.

When used in equipment with a chemical concentrate tank, mix one gallon of FLEET KLEEN 
to every five gallons of water. This mixture is then metered at a ratio between 1:10 and 1:30, 
depending on water conditions and the cleaning requirements of the customer.

For manual washing, 3-6 ounces per gallon proves effective for medium to heavy soil loads.

ADVANTAGES:

1. Economical - provides rapid soil removal at high dilutions to cut chemical and labor costs.

2. Manufactured with BIODEGRADABLE ingredients.

3. Rinses quickly and completely in hard or soft water to leave surfaces sparkling clean.
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PRECAUTIONS:
CAUTION: EYE IRRITANT

Contains sodium metasilicate and 2-butoxyethanol. Avoid breathing vapor or mist. Avoid 
prolonged or repeated contact with concentrate. 

EYE CONTACT: Flush with cool water for at least 15 minutes; seek immediate medical 
attention. 

SKIN CONTACT: Wash with mild soap and water. If irritation persists, SEEK MEDICAL 
ATTENTION. 

IF INHALED: Remove to fresh air. 

IF SWALLOWED: Give one or two glasses of water or milk. CALL A PHYSICIAN 
IMMEDIATELY. 

Keep container closed when not in use. Wash thoroughly after handling. Storage 
temperature range should be 35-1200F. Avoid freezing conditions.

Consult SDS for more detailed information on the safe handling of this product.

FOR COMMERCIAL OR INDUSTRIAL USE ONLY!
KEEP OUT OF THE REACH OF CHILDREN!

Warranty and Liability Disclaimer

The above information and recommendations concerning this product are based upon laboratory tests and field use experience; 
however, since conditions of actual use are beyond our control, any recommendations are made without warranty, expressed or 
implied. Manufacturer’s and seller’s sole obligation shall be to replace the portion of the product shown to be defective. Neither 
shall be liable for any loss, damage or injury, direct or consequential, arising out of the use of this product.
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